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BMI PIPE 

MAXIMUM DISTANCE BETWEEN--~ 
WALL CLAMPS TO BE 610mm (2'-0") 

ON DOWNSTREAM PIPING 

[J 

CSST AFTER 
METER PIPING 

PIPE SUPPORTS EXPANSION LOOP 
TO BE FIELD BENT TO 

SUIT LOCATION 
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PLAN VIEW PLAN VIEW 
PIPE SUPPORTS 

REGULATOR 178mm 76mm 
[7.0"] [3.0"] 

METER BAR 

~r=-
GAS METER 

ELEVATION VIEW 
WHEN USING CORRUGATED STAINLESS 

_ /RISERVALVE STEEL TUBING (CSST) FOR AFTER METER 
PIPING, THE METER SET IS REQUIRED TO 

RISER BRACKET REQUIRED BE SUPPORTED WITH A MINIMUM OF 2 
FOR NEW CONSTRUCTION BMI PIPE BRACKETED IN TWO PLANES 

PARALLEL TO THE BUILDING WALL 
~~~, , ANODELESS RISER BEFORE TRANSITIONING TO THE CSST 

~INISHED GRADE 

'PROVIDE POLYETHYLENE SLEEVE IF RISER IS 
INSTALLED IN CONCRETE OR ASPHALT AREA 

GENERAL NOTES: 
1. ALL DIMENSIONS ARE APPROXIMATE ELEVATION VIEW 
2. THE OUTLET PIPING SHALL BE 

SUPPORTED BY THE INSTALLER 

DOMESTIC GAS METER SET WITH METER 

rcc~nTo-----,rt- ,t 

BAR AND EXPANSION LOOP 
RE-DRAWN IN AUT0CAD RAS. 2014.02 1.7 kPa (7" WC) DELIVERY / 0-7.6 m'/hr (0-270 ft3/hr) 
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